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SWITCH TENDA TEG5328P-24-410W

Mogen : SWITCH TENDA TEG5328P-24-410W

SWITCH TENDA TEG5328P-24-410W

Standarts:

Interface: 24 x 10/100/1000 Base-T Ethernet ports; 4 x 1000
Base-X SFP ports; 1 x Console port

Performance: Forwarding Mode:Store-and-forward;
Switching Capacity:56Gbps; MAC Address Table:16K

LED Indications: One Link/Act or PoE LED indicator for each
port; One Link/One Link/Act mode converting LED indicator
for each device; One PoE mode converting LED indicator for
each device; One PoE Max LED indicator for each device;
One Power LED indicator for each device; One SYS LED
indicator for each device

Temperature:

Humidity: Operating humidity: (10% - 90%)RH,
non-condensing; Storage humidity: (5% - 90%)RH,
non-condensing

Protocol: IEEE 802.1d STP (Spanning Tree Protocol); IEEE
802.1w RSTP (Rapid Spanning Tree Protocol); IEEE 802.1s
MSTP (Multiple Spanning Tree Protocol); Supports edge port;
Supports BPDU statistic

Power Supply:

Certifications:
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Dimensions: 440 mm x 284 mm x 44 mm
Warranty: 24 Months

Uena : 782.35 nB. c 4AC
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