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Dell PowerEdge T150, Chassis 4 x 3.5", Intel Xeon E-2314 (8M
Cache, 2.8GHz), 8GB (1x8GB) 3200MHz UDIMM ECC, 1x 1TB
SATA (7.2k rpm) 3.5", Broadcom 5720 Dual Port, No Raid
Controller (Software RAID S150), iDRAC9 Basic 15G, 3Y Basic
Onsite

Mogen : EMEA PET150SPL2
Dell PowerEdge T150, Chassis 4 x 3.5", Intel Xeon E-2314 (8M Cache,
2.8GHz), 8GB (1x8GB) 3200MHz UDIMM ECC, 1x 1TB SATA (7.2k rpm)
3.5", Broadcom 5720 Dual Port, No Raid Controller (Software RAID S150),
iDRAC9 Basic 15G, 3Y Basic Onsite
Cepusa: PowerEdge T150

Mpouecop: Intel Xeon E-2314 2.80 GHz, 4-core, 8MB cache

MameT, GB: 8GB (1x8GB) 3200MHz UDIMM ECC

MameT, cnotose: 4x DDR4 DIMM slots, supports UDIMM
128 GB max, speeds up to 3200 MT/s; Supports unregistered
ECC DDR4 DIMMs only

TebpAa anck, GB: 1x 1TB SATA (7.2k rpm) 3.5&quot;

Inckos koHTponep: No Raid Controller (Software RAID
S150)

Bpon nopabpxaHu guckose: 4x 3.5-inch cabled SAS/SATA
(HDD/SSDs) max 30.72 TB

ONTUYHO YCTPOWCTBO: -

Mpexxa: Broadcom 5720 Dual Port

PaswwnpunTtenen cnot: 2x PCle Gen4 slots and 2x PCle Gen3
slots

NHTepgenc: Front: 1x iDRAC Direct (Micro-AB USB) port, 1x
USB 3.0; Rear: 5x USB 2.0, 1x iDRAC ethernet port, 1x USB
3.0, 1x Serial port, 1x VGA; Internal: 1x USB 3.0 (optional)

MopT 3a 0OTAANe4YeHo ynpasieHue: yes

3axpaHBaHe: European Power Cord 220V

CbBMecTMM onepalmoHHm cuctemmn: Canonical Ubuntu
Server LTS, Citrix Hypervisor, Microsoft Windows Server with
Hyper-V, Red Hat Enterprise Linux, SUSE Linux Enterprise
Server, VMware ESXi (support only from Dec'21)

CodTyep 3a ynpasneHue: iDRAC9 Basic 15G

®opm-hakTop: 4U Tower

Tun Ha wacuTto: Cabled

Opyru: Trusted Platform Module 2.0 V3

LeHa : 2309.80 nB. c 44C

Hann4HocT: To3n npoayKT e bun gobaseH B Hawmsa Katasaor Ha 1T 16 man, 2025
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