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D-Link Wireless AC1300 Wave2 Dual-Band PoE Access Point

Mogen : DAP-2610
D-Link Wireless AC1300 Wave2 Dual-Band PoE Access Point
CkopocT: 400 Mbps over the 2.4 GHz band + 867 Mbps over
the 5 GHz band
‘ AHTeHa: 2 internal dual-band 3 dBi omni antennas
‘ WHTepdeinc: 1x10/100/1000 Gigabit Ethernet port
‘ (supports PoE)
CraHpapTwu: 802.3, 802.3u, 802.3af, 802.3ab, IEEE
‘l 802.3az, 802.11a, 802.11b, 802.11g, 802.11n, 802.11ac
w CurypHocT: WPA/WPA?2 - Enterprise/Personal, WEP
bt 64/128-bit encryption, SSID broadcast disable, MAC address
/ access control, Network Access Protection (NAP), Internal
RADIUS server
3axpaHBaHe: External power adapter: 12 V/1 A (not
included) or 802.3af PoE
YnpasneHune: Telnet, Secure Telnet (SSH), Web (HTTP),
Secure Socket Layer (SSL), Traffic control, SNMP v1/v2c/v3,
D-Link Central Wi-Fi Manager, AP Array
Lpyru: Flexible options allows the DAP-2610 to function as
an access point, a Wireless Distribution System (WDS), a
WDS with access point, or a wireless client

UeHa : 277.50 nB. c A4C
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